NREL/CP-440-21670 » UC Category: 1211 « DE97000073

EFFECTSOF TURBULENCE ON
POWER GENERATION FOR
VARIABLE-SPEED WIND TURBINES

Eduard Muljadi
C.P. (Sandy) Buitterfield
Marshall L. Buhl, Jr.

Prepared for

1997 ASME Wind Energy Symposium
Reno, Nevada

January 6-9, 1997

=
‘-'//

L\,

“WNREL

A4

National Renewable Energy Laboratory

1617 Cole Boulevard

Golden, Colorado 80401-3393

A national |aboratory of the U.S. Department of Energy
Managed by Midwest Research Institute

for the U.S. Department of Energy

under contract No. DE-AC36-83CH10093

P

//'

Work performed under task number WE619030

November 1996




NOTICE

This report was prepared as an account of work sponsored by an agency of the United States government.
Neither the United States government nor any agency thereof, nor any of their employees, makes any
warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness,
or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would
not infringe privately owned rights. Reference herein to any specific commercialproduct, process, or service
by trade name, trademark, manufacturer, or otherwise does not necessarily constitute or imply its
endorsement, recommendation, or favoring by the United States government or any agency thereof. The
views and opinions of authord expressed herein do not necessarily state or reflect those of the United States
government or any agency thereof.

Available to DOE and DOE contractors from:
Office of Scientific and Technical Information (OSTI)
P.O. Box 62
Oak Ridge, TN 37831

Prices available by calling (423) 576-8401

Available to the public from:
National Technical Information Service (NTIS)
U.S. Department of Commerce
5285 Port Royal Road
Springfield, VA 22161
(703) 487-4650

Y
e Printed on paper containing at least 50% wastepaper, including 10% postconsumer waste
ay



EFFECTS OF TURBULENCE ON POWER GENERATION FOR
VARIABLE-SPEED WIND TURBINES

Eduard Muljadi
Electrical Systems Engineer
C.P. (Sandy) Butterfield
Senior Engineer
Marshall L. Buhl, Jr.
Senior Mechanical Engineer

National Renewable Energy Laboratory
Golden, Colorado

ABSTRACT

One of the primary advantages of variable-speed wind
turbines over fixed-speed turbines should be improved
aerodynamic efficiency. With variable-speed genera-
tion, in order to maintain a constant ratio of wind speed
to tip speed, the wind turbine changes rotor speed as the
wind speed changes.

In this paper we compare a stall-controlled, variable-
speed wind turbine to a fixed-speed turbine. The focus
of this paper is to investigate the effects of variable
speed on energy capture and its ability to control peak
power. We also show the impact of turbulence on en-
ergy capture in moderate winds.

In this report, we use a dynamic simulator to apply
different winds to a wind turbine model. This model
incorporates typica inertial and aerodynamic perform-
ance characteristics.

From this study we found a control strategy that
makes it possible to operate a stall-controlled turbine
using variable speed to optimize energy capture and to
control peak power. We aso found that turbulence does
not have a significant impact on energy capture.

INTRODUCTION

The development of wind turbine (WT) power gen-
eration has intensified during the past ten years. The
global market for the electrical power generated by
wind turbines has been increasing steadily; this directly
pushes wind technology into a more competitive arena.

Variable-speed (VS) WT generation has been gaining
momentum as shown by the number of companies

This paper is declared a work of the U.S. Government and is not
subject to copyright protection in the United States.

joining the variable-speed WT market. Conventional
wisdom states that VS wind turbines have a better
energy capture and lower loads. To assess the perform-
ance of VS wind turbines, we will compare the energy
capture and peak power of afixed-speed (FS) turbine to
that of aVSturbine.

Many papers written on variable speed focus only on
optimizing energy capture”” while others concentrate on
the generator design of variable-speed wind turbines® .

Although VS wind turbines can be controlled in many
different ways, this paper will assess only constant pitch
control schemes and present the possible problems we
discover from this analysis. We lump other methods of
aerodynamic control such as alerons into the variable-
pitch category. While several papers examine VS with
variable-pitch control® °, it is interesting to investigate
VS with fixed pitch. Our intention is to seek a solution
that both optimizes the energy capture and minimizes
the peak power requirement for the generator and power
converter. If such acontrol system can be implemented
with benefits close to that of VS with variable pitch, the
investment, operation, and maintenance costs can be
tremendously reduced due to the simplicity of needing
no pitch control system. This economic advantage may
be a key point for reducing the cost of energy and for
market expansion. Figure 1 shows the two systems un-
der consideration.

BACKGROUND

Objectives

For this project, we modeled a generic, 3-bladed wind
turbine using typical physical dimensions and aerody-
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Figure 1. Fixed-speed versus variable-speed wind-turbine power generation

namic characteristics. We used WT_Perf* (a derivative
of PROPPC’) to generate a C-A curve, where C, is the
power coefficient and A is the ratio of tip speed to wind
speed. Our primary objective was to determine the ef-
fects of the turbulence on the wind turbine performance
and energy capture. When comparing the two types of
turbines (VS versus FS), we chose the rotor-speed limit
to optimize the annual energy production for a FS wind
turbine at a 5.8 m/s wind-speed site.

The operation of the wind turbine in FS mode is a
very simple case that we used as a baseline. We also
used two VS agorithms. The first follows (with in-
creasing wind speed) the maximum C, up to the rotor-
speed limit before forcing stall by reducing rotor speed.
We call it the “MaximumC" algorithm. It turns out

ses. He used SNLWIND-3o produce the 10-minute
time series of three-component, two-dimensional winds.
For various wind speeds, he created winds that are
similar to those seen in smooth conditions like the Great
Plains and in the rough turbulence of a wind farm in San
Gorgonio, California. The surface roughness used for
the smooth cases was 0.010 and it was 0.264 for the
rough cases. The mean u-component of the wind files
varied from 6 to 18 m/s.

We converted these wind files to a form usable by our
simulators with a program we wrote called Sim2HH.
This program used only the hub-height data points for
each component and converted the u- and v-components
to horizontal wind speed and direction. Examples of the
wind input for rough and smooth cases are given in Fig-

that using this algorithm works well at moderate windure 2.

speeds, but at high wind speeds, it has a problem with

high power excursions.

To address the power excursions that occur at hig
wind speeds, we developed a second control method.
departs from the maximui@, at a lower rotor speed to
force stall at a lower wind speed. We call it the “Early
Stall” algorithm. It should reduce the power excursions
that occur at high wind speeds. We now have two mai
One objective is to optimize the energy
capture at moderate wind speeds, because they accoyint 0
for most of the annual energy production. The other i 0 1 2 3 4 5
to minimize the power excursions at higher wind

objectives.

speeds.
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Figure2. Time histories of example winds

Our simulations used the horizontal wind speed data
for input, but ignored the wind direction data. Ideally,

Neil Kelley of the National Wind Technology Center e should have used only the u-component of the
generated the artificial wind data we used in our analyyinds, but we did not think it merited the effort to re-

* WT_Perf is available for testing purposes and can be found on our
web site at http://nwtc.nrel.gov/html_docs/codes.html

process the wind data for this study. This is essentially
the assumption that the turbine can track the wind with
Zero yaw error.



METHODS OF CONTROL

Fixed Speed

The simplest wind turbine architecture is the FS,
fixed-pitch wind turbine. It uses stall control to regulate
power. Its power versus wind speed is shown in Fig-
ure 3. There we see that at higher rotor speeds (), the
rotor will generate a higher peak power and that power
occurs at higher wind speeds. We will explain this fig-
ure further in the section on variable speed.
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Figure 3. Rotor power versuswind speed at
different rotor speeds

Different rotor speeds affect the operating point of the
wind turbine on the C-A curve. We show the operating
C, for two different rotor speeds in Figure 4. For the
28.6-rpm rotor, the operating C, varies from alow C, at
low wind speeds to a higher C, at higher wind speeds.
For the 34.8-rpm rotor, the operating C, varies from a
higher C, at low wind speeds, to a lower C, at higher
wind speeds.

The 28.6 rpm rotor will produce more energy, because
at moderate wind speeds, the operating C, is higher than
for one rotating at 34 rpm. At high wind speeds, where

the power should be limited, the slower rotor operates at
alower C becauseit isstalled. The faster rotor behaves
in the opposite way. At moderate wind speeds, C, is
low, while in higher winds, C, is high. The rotor needs
to have the highest average C, occur at the most
productive wind speed, which varies from site to site.
We chose 28.6 rpm, as it is optimal for this turbine at a
5.8 m/ssite.

Variable Speed

Ideal conditions, Ideally, the wind speed would vary
slowly and the rotor inertia would be negligible. Then,
when the wind speed changes, the rotor could change
speed instantaneously.

Cp \
34.8 rpm
C, /

v

28.6 rpm

v

Wind Speed

Figure4. Theoperating C, for two different rotor
speeds

We illustrate the Maximum C  agorithm, which
works well for this ideal, in Figure 5. The algorithm
has three distinct regions. At low to moderate wind
speeds (point O to point B), the control system
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Figure5. (a) Generator power and (b) rotor power for two variable-speed algorithms



commands the generator to follow the maximum C, at
any rotor speed. We call this the Constant C, region.

As the wind speed increases and the rotor speed
reaches its limit, the control system requests a fixed
speed. At fixed speed (point B to point C), with in-
creasing wind speed, the rotor power keeps increasing
(at a C, lower than C ) and eventually reaches its
maximum power limit. This is the Constant Speed re-
gion, where the C, startsto dide down fromC ..

After the power reaches its limit, we reduce the rotor
speed to further decrease C, (point C to point D). We
cal this the Power Limit region. As the wind speed
increases, we must reduce the rotor speed to keep the
rotor power below its power limit.

Typical wind conditions. In the real world, wind
speed changes quickly and the inertia of the wind tur-
bine resists instantaneous change. When the rotor speed
slows, the electrical systems (generator and power con-
verter) must absorb the kinetic energy from the rotor.

The following simple dynamic equation describes the
interaction between generator and wind turbine:

dQ
JE=Tr _Tg ey

where:

Jisthetota inertia,
T, isthe rotor torque,
T, is the generator torque, and
Qisthe mechanical rotor speed.
From this, one can see that a change in wind speed &f -

fects the rotor torque and we can conclude the
following:

In the fixed speed region, controlling the generator
torque to be exactly equa to the rotor torque will
keep the rotor speed constant. Thus, the generator
converts all the power the rotor provides. The rotor
torgque depends on the wind speed and the operating
C.

P

In the constant C, region, controlling the rotor
speed to follow the wind speed requires that

dQ
Tg = Tr - JE (2)
where
v L ®
r 2 p,max %%
and

pistheair density,

A isthe rotor swept area,
Risthe rotor radius, and

A., isthe target tip-speed ratio.

Thus, to operate at exactly C, ., the inertia term
should not be neglected. If the inertia term is ne-
glected (if we assume that the effect of rotor inertia
is negligible), the operating C, will not be exactly at
C,.. In this paper, we compute the commanded
generator torque using Equation 3; thus, we do ne-
glect the inertia effect. Apparently, as shown in
Figure 11, the performance of the wind turbine is
very close to ideal—even though the inertia term is

neglected from the commanded torque calculation.

When limiting power, reducing the rotor speed at
constant wind speed will generate the power and
torque profile shown in Figure 6.

A
P
Pgen, peak gen, req
.
Power |
J 3 B
S Nl
P I
gen, limit |
I
: Q/imit
I
I
|
>

Rotor Speed, Q

Torque

A

T @P

gen, limit

Rotor Speed, Q

Figure 6. Power and torquein the power limiting region



We show the generator torque required to reduce
the rotor speed as a dotted line in the right half of
Figure 6. This corresponds to the generator power
required to reduce the rotor speed (dotted line in the
left half of Figure 6).

We also show the peak generator power that can be
used to size the generator and the power converter.
Severa factors affect this peak. They are the wind
speed, the rate of deceleration, the rotor inertia, and
the rotor speed limit.

Impacts on Peak Generator Power. For the con-
stant wind speed case, the system will follow the dotted
line in Figure 3 from point A, through B, to C as the
rotor slows down from @ to Q. During the move
downward, the rate of rotational deceleration will have
an impact on the peak generator power. The greater the
deceleration or inertia, the greater the peak generator
power will be. This is because the J dQ/dt term is
added to the rotor power to produce the generator
power.

If the wind speed increases rapidly compared to the
rotor deceleration, the rotor power will essentially fol-
low the @, curve of Figure 3. The operating point will
move along point A’ and A”. Thus, the peak power of
the generator will be A’.

The rotor-speed limit also impacts peak power. Sup-
pose therate of deceleration is very low and the limit on
rotor speed is Q,, the peak power will be A’. If, instead,
the rotor-speed limit is Q,, the peak power will drop to
B’. Thus, setting a lower rotor-speed limit will reduce
peak power.

Second Variable-Speed Algorithm

above.

The rotor torque depends only on the wind speed and
the power coefficient; it is not controllable. The gen-
erator torque, however, depends on the generator con-
trols, so it is controllable. When there is enough wind,
the rotor torque increases continuously and, for fixed
speed, there is a peak torque or peak power that the
rotor produces. However, the generator torque can only
increase up to its electrical limit. As long as the rotor
torque is higher than the generator torque, the accelera-
tion is positive and the rotor speed increases. Keep in
mind that as the rotor speed increases, the peak genera-
tor power also increases as shown in Figure 3 above.
One strategy to limit the torque spikes that might occur
is to change the schedule for power versus rotor speed.

We illustrate the Early Stall algorithm in Figure 5a.
We modified the power—speed profile to reduce the
power spikes that occurred for the Maxim@nalgo-
rithm. The transition from poirA to pointD is made
by departing from the maximur@, at an earlier rotor
speed than the normal speed limit (pdt The curve
OAC is the path for maximur@ and the curvéAED is
the path for this Early Stall algorithm.

Rotor power. We show the rotor power as a function
of wind speed in Figure 5b. The FS operation is along
the solid lineA’E’'D’ . The Maximum algorithm follows
the path OABCD, where the BCD portion is alowed to
diverge from C,, by decreasing the rotor speed. The
Early Stall algorithm follows the curve OAED. The
maximum C, path follows OAB, which will generate
more power than the FS operation (A'E'B). The areain
OA’E'BAO is the gain of the Maximum C, over the FS
operation. The gain of the Early Stall algorithm over
FS operation is OAE’A’O. Note, also, that the maxi-

The Maximum C, algorithm follows the power—speed Mum power isreduced from D’ to D.
characteristics specified by the precomputed generatorpoyer |imit in the high wind-speed region. At high

power versus rotor-speed map. However, the peak gefyind speeds, the generator power exhibits different
erator power is determined by many factors as describgghgracteristics for different methods of control. A FS

Fixed Speed Maximum C, Early Stall
A A A
OAB OA
Co Cp c Cp E
D"
D D
> > >
A A

Figure7. Power coefficientsfor different control algorithms



turbine generates the highest power with the peak oc-
curring at point D as we show in Figure 5a. With VS
control, one can limit the power to point D’ by reducing
rotor speed to stall it. However, in redlity, the generator
power must be increased to slow the rotor to stall it and
absorb the kinetic energy. With the Early Stall
algorithm, the rotor operates off-peak in part of the
operation (from point A to point D). This results in a
maximum rotor speed that is lower than the rotor-speed
limit.

We show C, for three different control methods in
Figure 7. In this plot, the operating points shown corre-
spond to those in Figure 5. For FS operation, one can-
not control the power coefficient; the tip-speed ratio
must follow the wind speed.

For the Maximum C, agorithm, C, is held at its
maximum for the path OAB. From point B to point D,
the operating C, is less than the maximum. Keep in
mind that during the process to reduce the rotor speed
from Q, to Q, there are chances that the wind speed
may increase quickly and the generated power (Figure
5a) could be as high as point D’. This is the power the
generator and converter must process; thus, it deter-
mines the power rating of the generator and the power
converter.

The Early Stall algorithm modifies the demand for
generator power as a function of rotor speed. The
modification is made by multiplying part of the maxi-
mum C, path (AED) by an adjustable slope, K. The
algorithm follows:

Pag = KQ®
if (Q=Q,)
then
Q-Q, O
Pag = Pagd+ K el
@ A Qjimit = Qo0
endif

As an example, with K = 1, P, = 2Kw); & the rotor
speed limit, .. By changing the dope K, the gen-
erator loading can be adjusted. Thus, the slope and the
w,, should be chosen based on the generator and the
power converter rating.

Referring to Figure 5a, the operating C, of the Early
Stall algorithm follows maximum C, from O to A
Moving on from A to D, the operating C, is below the
maximum. The transition from point A to point D is
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Figure 8. Power for smooth turbulence

done by loading the wind turbine above the target
torque shown by Equation 2 and Equation 3. The rate
of change of C, with respect to A (the sensitivity of
operation) can be adjusted by choosing the appropriate
value of K in the algorithm shown above.

ANALYSIS AND DISCUSSION

Power

The peak generator power suggests the average power
rating required for the generator and power converter.
We ran our simulator for different wind speeds and de-
grees of turbulence. We compared the maximum power
reached during the run to the rated power of the
generator.

Figures 8 and 9 show time histories of the power gen-
erated for smooth and rough turbulence. The generated
power is higher for the rough case. Because power is a
cubic function of wind speed, a wind time history that
has greater variability (more turbulence) for a given
mean wind speed will have a higher average power; the
cube of the mean is less than or equal to the mean of the
cubes.

The variation of power generated by the wind turbine
determines the size of the generator and the power con-
verter. They should be sized to process the power at
different wind speeds and levels of turbulence. For a
comparison, we used the rough winds at both 6 and
14 m/s average wind speeds for input to the simulator.
Figure 10 shows the results of the simulations for a va-
riety of control schemes.
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Case K6_15 represents a case for the Early Stall algo-
rithm with K = 6; the rotor speed at which the controller
deviates from Cp,max is 15 rpm. From 15 rpm to the
rotor speed limit, the commanded generator power in-
creases linearly such that at the rotor speed limit, the
commanded generator power is seven (6+1) times the
old target power. The other cases follow the same
convention.

Figure 10 shows that for the higher wind speeds, both
the Maximum C, control system and the FS turbine ex-
ceed 1 MW of output power. With the Early Stall algo-
rithm, we adjusted the rotor speed to keep the maximum
power below 1 MW. The lowest peak power for the
second VS agorithm is case K6_15, where the power
peaks at about 700 kW. Because the lower wind-speed
case is usualy in the Constant C, region, there is little
effect from the off-nomina nature of the Early Stall
control system.

Performance Ratio

To gauge how well our control schemes help turbines
capture energy, we created the performance ratio (PR).
The PR is the ratio of actual shaft energy to optimal
shaft energy:

Prusy At
PR = J’a"‘—“aJ (4)

I Rargdt

If the turbine always operates at peak power (C,.),
the performance ratio will be unity. A lower perform-

Maximum Power [M6m/s
28.6 rpm Speed Limit [B14m/s

Max Power,
M

K6_15 K4 20 K820 VS FS
Control Scheme

Figure 10. Maximum power for five control schemes

ance ratio means the operating point deviates from the
ideal. The performance ratio for VS shows a genera
trend. At lower wind speeds, we can operate near peak
C,. At higher wind speeds, the wind turbine must enter
stall itself to prevent power excursions. Thus, the per-
formance ratio and the average C, are lower at higher
wind speeds. The rough wind speed cases do not devi-
ate very far from the C _, which shows that variable

p,max?

speed tracks the wind speed very closely.

In Figure 11, we show the performance ratio for the
same cases used for Figure 10. Note that choosing dif-
ferent control parameters has an impact on the perform-
ance ratio and the peak power. The high wind speed
portion of the performance ratio plot is distorted be-
cause the cases that allowed the power to exceed the
rating of the turbine generated more energy than those
that did not.

Performance Ratio |M6m/s
28.6 rpm Speed Limit [B14 m/s

1.0
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Figure 11. Performanceratiosfor five control
schemes

In light winds, the variation between the VS algo-
rithms is negligible. However, the PR for FS operation
is significantly lower. This shows the advantage of be-
ing able to track the peak C, by varying the rotor speed.
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In Figure 12, we show the PR for different levels of
turbulence with VS control. Variable speed tracks the
peak C, quite well for these conditions. Obvioudly, it is
more difficult to track C,__ in rougher winds, but the
differenceisonly afew percent.

Energy

We computed the captured energy by integrating the
power with respect to time We used energy calcula
tions for our ten-minute simulations to compare the
different control systems for various wind conditions.
Figure 13 shows results for two wind speeds with rough
turbulence. The trends for these results essentially
mimic those for the PR calculation.

Total Energy W6 m/s
28.6 rpm Speed Limit [B14m/s

200

150

e
= 100

k

Total Energy,
al
o

K6_15 K4 20 K8 20 VS FS
Control Scheme

Figure 13. Energy captured during ten-minute
simulationsfor five control schemes

At higher wind speeds (14 m/s) the energy captured
using VSis lower than for FS operation. However, the
total annual energy contribution of high winds is very
small. Thusfrom the view of annual energy production,
the loss of energy captured during high winds is offset

by gains at lower wind speeds. Energy capture for high
wind speeds is lower for VS, because the wind turbine
must operate stalled (below C,..). On the other hand,
Figure 10 showed that a FS turbine or one using the
Maximum C, agorithm will greatly exceed the power
rating of the turbine.

For FS operation, the energy generated at lower wind
speeds is lower than the energy generated by the VS
operation. The choice of blade pitch and rotor speed or
gear ratio affects the energy production for FS. Ideally,
one would do so to maximize annual energy production
for each site.

We show in Figure 14 that rough winds generate more
energy than smooth or steady winds—especially when
the wind turbine runs ne&, , where theC-A curve is
fairly flat. High turbulence should not be a concern for
energy capture, even though the operating performance
ratio is lower for rough winds.
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Figure 14. Effect of turbulence level on total energy
capture

CONCLUSIONS

We simulated a fixed-pitch wind turbine operating in
various turbulent winds. We compared fixed speed and
variable-speed methods of operation. Considering our
results, we draw the following conclusions:

®* For a fixed-speed wind turbine, the choice of rotor
speed has a strong impact on energy production,
performance ratio, and the size of power
excursions.

® Rough winds contain more energy than smooth or
steady winds. If th€ -\ curve is reasonably flat,
the generated energy will also be greater.

® For a variable-speed wind turbine, turbulence does
not appreciably affect the performance ratio.



® For awind turbine using the Early Stall method, at
lower wind speeds (the most productive), the per-
formance ratio is significantly lower than that for
the other schemes. However, the energy capture is
not significantly lower. At higher wind speeds (the
most destructive), the peak power of the rotor is
significantly lower than that for the other methods.
The shape of the power—rotor-speed schedul%

controls the size of the power excursions. The™

trade-off between the energy production and the
instantaneous peak power is an important one.
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